Materials of Construction (Wetted)

<table>
<thead>
<tr>
<th>Fittings</th>
<th>Plated Carbon Steel</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tube</td>
<td>Nylon</td>
</tr>
<tr>
<td>Reinforcement</td>
<td>Kevlar Braid</td>
</tr>
<tr>
<td>Cover</td>
<td>Pin-Pricked Polyurethane</td>
</tr>
</tbody>
</table>

Technical Specifications

<table>
<thead>
<tr>
<th>Nominal Hose Size</th>
<th>O.D. w/o Armor</th>
<th>Max. Working Pressure</th>
<th>Min. Dynamic Bend Radius</th>
<th>Weight Per Ft.</th>
<th>Min. Working Temperature(1)</th>
<th>Max. Working Temperature(1)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/4&quot;</td>
<td>0.51&quot;</td>
<td>5000 PSIG</td>
<td>2&quot;</td>
<td>0.06 Lbs</td>
<td>-40°F</td>
<td>+212°F</td>
</tr>
</tbody>
</table>

Ordering Information

Gas
- Air - compressed
- Argon
- Argon mix
- Carbon Dioxide
- Helium
- Hydrogen
- Argon/methane
- Nitrogen
- Air - industrial
- Nitrous Oxide
- Oxygen
- Other gas: Provide CGA no.

Inscribe

Option
- Cleaned for Oxygen Service: CFOS
- Overall Length: In inches
- Outlet Fitting: FNPT, MNPT
- Inlet Fitting: FNPT, MNPT

Hose Size (I.D.)
- 1/4"

Inscribe