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Description:

GENERAL ASSEMBLY 5.4HP VSD
DX CLAW VAC STM 60G RECEIVER

STANDARD & O2 ASSURED

BKW 9/29/2017 JDY 12/23/2009

BEACONMEDÆS

4107 8518 03
Part Number:

Rev:
02

DN:
HOP170887

This drawing and the information contained thereon 
remain the property of BeaconMedaes and may not 
be used for other than the purpose for which it is 
loaned without the expressed written permission 
from BeaconMedaes Engineering.

Notes:
 
1.    DISCHARGE MUFFLER WILL BE SHIPPED LOOSE.
 
2.    SYSTEM WEIGHT: 1,703 LBS.
 
3.          INDICATES LIFTING POINT.
 
4.          DENOTES CENTER OF GRAVITY.    
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SYSTEM CONNECTIONS
ID DESCRIPTION
I INLET LOCATION
D DISCHARGE LOCATION
C CONDENSATE  DRAIN LOCATION
T TANK DRAIN LOCATION

46.91D

68.87
15.7338.63

72.81I

54.12T

26.30T13.56

33.06

20.61

3.14D & C

3.92C

24.00

31.29

17.30I

VACUUM EQUALIZE
VALVE 1/2" FNPT

CONDENSATE DRAIN
1/2" FNPT

RECEIVER BYPASS
VALVE

ELECTRICAL
CONNECTION

1/2" FNPT
TANK DRAIN


